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Suitability for industry specific applications

Application
Sealing profiles made of two components for the 
production of special suction plates in self-construction

Sealing profiles for rough or structured surfaces

Handling of barrels, sacks and similar objects with irregular 
surfaces

Sealing Profiles DI-PROF

Design
Robust and wear-resistant sealing profiles in various cross-
sections

Profile 2K-MOS-20: sealing strip made of foam rubber, 
vulcanized to support strip (supporting and sealing section 
made of Chloroprene CR)

Profile 2K-SWG-20: sealing strip made of foam rubber, 
glued to support strip (supporting section NBR, sealing 
section natural rubber NK)

High-strength supporting-section material with profile on 
the sides for plugging into a corresponding supporting 
plate

Product highlights
Sealing profiles in any desired length for the self-
construction of suction cups in the required shape

High-strength two-component profile with glued-on 
sponge rubber or vulcanized-on foam rubber optimized 
for highly structured surfaces

 Designation code Sealing Profiles DI-PROF

Sealing profile DI-PROF is delivered in the desired length. Accounting unit 1 m.
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 Ordering data Sealing Profiles DI-PROF

Type Part no.

DI-PROF 4x6 MOS NK-20 HR 10.07.04.00054

DI-PROF 4x13 NBR-60 10.07.04.00065

DI-PROF 5.5x8 2K-MOS CR-20/60 10.01.01.10554

DI-PROF 6x8 MOS NK-20 HR 10.07.04.00014

DI-PROF 8x14 MOS NK-20 DL 10.07.04.00012

DI-PROF 9x9.7 2K-MOS CR-20/60 10.01.01.10527

DI-PROF 10x6 MOS EPDM-20 10.07.04.00006

DI-PROF 10x20 MOS EPDM-20 HR 10.07.04.00010

DI-PROF 11x23 MOS CR-20 DL 10.07.04.00015

DI-PROF 12x17 MOS EPDM-20 HR 10.07.04.00011

DI-PROF 20x15 2K-SWG NK-20/55 10.07.04.00040

DI-PROF 25x20 MOS EPDM-20 10.07.04.00007

DI-PROF 30x25 2K-SWG NK-20/55 10.07.04.00041

 Technical data Sealing Profiles DI-PROF

Type Min. bending radius [mm] Operating temperature [°C] Recommended slot width x slot 
depth [mm]

Length max. [m]

DI-PROF 5.5x8 2K-MOS CR-20/60 65 -30.0 ... 90.0 °C - 15

DI-PROF 9x9.7 2K-MOS CR-20/60 85 -30.0 ... 90.0 °C - 15

DI-PROF 20x15 2K-SWG NK-20/55 120 -35.0 ... 70.0 °C - 30

DI-PROF 30x25 2K-SWG NK-20/55 200 -35.0 ... 70.0 °C - 30

DI-PROF 6x8 MOS NK-20 HR 10 -25.0 ... 60.0 °C 7x4 50

DI-PROF 8x14 MOS NK-20 DL 20 -25.0 ... 60.0 °C 9x6.5 100

DI-PROF 10x6 MOS EPDM-20 10 -25.0 ... 70.0 °C 11x3 50

DI-PROF 10x20 MOS EPDM-20 HR 10 -25.0 ... 70.0 °C 11x10 50

DI-PROF 11x23 MOS CR-20 DL 20 -25.0 ... 70.0 °C 12x11.5 50

DI-PROF 12x17 MOS EPDM-20 HR 10 -25.0 ... 70.0 °C 13x10 50

DI-PROF 25x20 MOS EPDM-20 30 -25.0 ... 70.0 °C 26x10 25
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 Design data Sealing Profiles DI-PROF

DI-PROF 5.5x8 DI-PROF 9x9.7

DI-PROF 20x15, 30x25 DI-PROF 8x14 DL

DI-PROF 10x6, 25x20 DI-PROF 6x8 - 12x17 HR
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DI-PROF 11x23 DL
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 Design data Sealing Profiles DI-PROF

Type* B [mm] B1 [mm] B2 [mm] B3 [mm] B4 [mm] H [mm] H1 [mm] H2 [mm] H3 [mm] H4 [mm]

DI-PROF 5.5x8 
2K-MOS 
CR-20/60

5.5 8.5 - - - 8.0 17.5 - - -

DI-PROF 9x9.7 
2K-MOS 
CR-20/60

9.0 14.5 3.9 5.9 9.6 9.7 26.5 2 4.7 10

DI-PROF 20x15 
2K-SWG 
NK-20/55

20.0 22.0 2.0 16.0 - 15.0 33.0 6 6.0 12

DI-PROF 30x25 
2K-SWG 
NK-20/55

30.0 32.0 2.0 24.0 - 25.0 53.0 8 10.0 17

DI-PROF 6x8 
MOS NK-20 HR

6.0 - - - - 8.0 - - - -

DI-PROF 8x14 
MOS NK-20 DL

8.0 - - - - 14.0 7.0 - - -

DI-PROF 10x6 
MOS EPDM-20

10.0 - - - - 6.0 - - - -

DI-PROF 10x20 
MOS EPDM-20 
HR

10.0 - - - - 20.0 - - - -

DI-PROF 11x23 
MOS CR-20 DL

11.0 14.0 - - - 23.0 12.0 - - -

DI-PROF 12x17 
MOS EPDM-20 
HR

12.0 - - - - 17.0 - - - -

DI-PROF 25x20 
MOS EPDM-20

25.0 - - - - 20.0 - - - -

*Acceptable dimensional tolerances for rubber parts concerning to DIN ISO 3302-1 E3
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