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Sehr geehrter Kunde, 
 
vielen Dank für Ihre Bestellung. 
 
Bei Verwendung unserer Flanschplatte Nr. 10.01.10.05701 mit Federstößeln der Baureihe FST-FLEX und FST-
STARR installieren Sie die Bauteile bitte gemäß nachfolgender Darstellung. 
 

 Einsatz ohne Flexolink (FLK): Verwenden Sie bitte eine dünne Scheibe (M20 – DIN 126) je Federstößel 
(Abb. 1 und 2) 

 Einsatz mit FLK: Verwenden Sie bitte eine dicke Scheibe (M20 – DIN 6796) je Federstößel (Abb. 3 und 
4). 
 

Für Fragen stehen wir Ihnen gerne zur Verfügung. 
 
Mit freundlichen Grüßen, 
 
J. Schmalz GmbH 
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Dear Customer, 
 
Thank you very much for your order. 
 
By using our flange plate no. 10.01.10.05701 with spring plungers of series FST-FLEX and FST-STARR, please 
install the parts according to following illustration. 
 

 Usage without Flexolink (FLK): Please use one thin washer (M20 – DIN 126) per spring plunger (fig. 1 
and 2) 

 Usage with FLK: Please use one thick washer (M20 – DIN 6796) per spring plunger (fig. 3 and 4) 
 
You are very welcome to contact us, if you have any questions or suggestions. 
 
With Best Regards, 
 
J. Schmalz GmbH 
 


